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Abstract— Wearable antennas are mostly constructed from
fabric or foam, whereas e-textiles are often used as conductive
parts. A design obstacle is the lack of knowledge about the
electromagnetic properties of these materials. Moreover, most
of these fabrics exhibit electromagnetic properties that depend
on prevailing atmospheric conditions. In this work, we present
a dedicated characterization method to determine the complex
permittivity of fabrics or foams, as well as the effective conduc-
tivity of e-textiles, and this as a function of relative humidity.
The method extracts the constitutive parameters by comparing
measured and simulated antenna figures of merit such as input
impedance and antenna efficiency. This inverse problem is solved
using a surrogate-based optimization technique as implemented
in the SUrrogate MOdeling Toolbox, yielding a fast and accurate
characterization. The method is evaluated by characterizing six
materials which are exposed to relative humidity levels ranging
from 10% to 90%. From the extracted complex permittivities of
the six materials, two-phase dielectric mixing models based on the
volumetric fractions of the absorbed moisture in the substrates
are developed and evaluated in terms of accuracy. For the
materials exhibiting a high sensitivity to moisture, the model is
observed to be less accurate. However, the worst model accuracy
is shown to be comparable with the estimated accuracy of the
characterization procedure. For materials with low sensitivity to
moisture, the model fits the measured values very well.
Index Terms— permittivity, loss tangent, conductivity, e-textile,
relative humidity, kriging, microstrip antennas, textile antennas
I. INTRODUCTION
IN the last decade numerous textile planar antennas forwearable applications were designed and reported in liter-
ature [1]–[7]. Off-the-shelf fabric or foam materials typically
serve as the antenna substrate, whereas e-textiles are often
used as conductive parts. Also printing technology and flexible
polyimid/Cu sheets have been applied in defining conductive
patterns onto a fabric dielectric [8], [9]. Adopting these flexible
materials in wearable antenna design fulfills the requirement
of conformability to the human body and facilitates the inte-
gration of wearable textile systems into the garment.
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The introduction of fabrics in wearable antenna design
initiated the need for accurate electromagnetic property char-
acterization of the non-conductive substrate material as well
as the conductive fabrics. Several microwave methods have
been adopted in the characterization of textile fabrics. These
methods can be split into two groups, being the non-resonating
and resonating methods. The former group, such as the broad-
band transmission line method, utilizes scattering parameter
measurements of two textile microstrip lines with different
lengths in order to extract the material’s permittivity [10], [11].
This transmission line technique was improved by using the
matrix-pencil method which minimizes the deviation of the
extracted dielectric parameters [12]. The second group are the
resonating methods. Compared to the non-resonating methods,
the latter group is narrow band but provides a higher accuracy
and sensitivity [13]. Moreover, the cavity perturbation tech-
nique also identifies anisotropy that is typically present in the
electromagnetic properties of woven textile materials [2], [11].
Finally, planar antenna resonator techniques are commonly
used because of their simple sample preparation. Moreover,
they characterize the fabrics as in the final application, taking
into account the effect of glue and e-textile [12]. In general,
permittivity is extracted by comparing the measured antenna
resonance frequency with the simulated resonance frequency
based on full-wave numerical techniques such as the Method
of Moments [14] or with the resonance frequency calculated
using empirical formulas [15]. For the characterization of
conductive yarns, the waveguide cavity and transmission line
methods were used in [16] and [17], respectively. Conductive
fabric characterization by means of a microstrip-resonator
method and a transmission line method were addressed in [17]
and [18], respectively.
Since wearable antennas operate in a continuously chang-
ing environment, a thorough understanding of the antenna
behavior as a function of environmental conditions is abso-
lutely essential. These environmental conditions are realized
in climate chambers in which relative humidity and temper-
ature are accurately controlled. Only few efforts focused on
changing antenna performance and electromagnetic properties
of the materials as a function of environmental conditions.
In [14], the relative permittivity of several antenna substrates,
exhibiting different sensitivities to moisture, as a function of
relative humidity was determined. Quantitative environmental
characterization of the substrate’s complex permittivity using a
transmission line and a cavity perturbation method is presented
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in [11], [19]. A good overview of the dielectric properties of
textile materials and fibres, and the various low frequency
and RF measurement techniques is given in [20]. In [21]
qualitative experiments were performed on different textile
antennas, characterizing their reflection coefficient behavior
and their in-system performance when exposed to water, ice
and snow.
In this work, we propose a novel electromagnetic property
characterization method dedicated to characterization of an-
tenna materials as a function of varying relative humidity.
The method relies on a surrogate-based optimization (SBO)
approach for minimizing a cost function that quantifies the
difference between measured and modeled antenna figures
of merit and hence reconstruct complex permittivity, being
permittivity and loss tangent of the substrate, and conductivity
of the e-textile. The SBO technique for dielectric character-
ization of substrates by solely relying on antenna reflection
coefficient was introduced in [22]. In this work, we improve
the accuracy of this technique by incorporating antenna ef-
ficiency in the new characterization process. Furthermore, a
dedicated fast measurement procedure is introduced as antenna
measurements are infeasible in a climatic chambers. Further-
more, we used the measured substrate data to investigate the
applicability of a dielectric mixing model. In particular, the
Birchak mixing model based on volumetric fractions is used.
Converting the inverse problem into a forward optimization
process is a popular approach in material characterization. In
[23] the dispersive dielectric properties of PCB substrates were
determined by using a genetic algorithm for minimizing the
cost function. In [24], a longitudinally inhomogeneous dielec-
tric profile inside a metallic waveguide was reconstructed by
relying on different Gauss-Newton techniques. A technique
for characterizing dielectric properties of biological tissues
was presented using a rational function model (RFM) of
an immersed open-ended coaxial probe in [25]. A matlab
optimizer minimized the cost function between the measured
and RFM aperture admittance. In [26] subsurface electric prop-
erties of soils were reconstructed using a model of a ground
penetrating radar that includes the multilayered soil surface.
The inverse problem was solved by relying on an efficient
global optimization scheme. Also neural networks [27], [28]
and space mapping [29] techniques were used for solving
inverse electromagnetic problems for finding geometric and
electromagnetic properties.
Section II describes the two-step characterization procedure.
In Section III, the constitutive parameters of a high frequency
laminate with known parameters are determined in order
to validate the method’s accuracy. The six different fabric
materials characterized in this work and the measurement
setup for investigating conditioned antenna figures of merit is
given in Section IV. Next, the results of the characterization
process are presented in Section V and the need for the
improved cost function is highlighted. Finally, in Section VI,
we apply a dielectric mixing formula onto the results of
the characterization process and evaluate the accuracy of the
characterization method and the mixing model.
II. CHARACTERIZATION PROCESS
A. Electromagnetic Properties of Fabrics
The electromagnetic properties of interest are complex
permittivity ε = ε0εr(1 − j tan δ) of the wearable antenna
substrate, with ε0 = 8.85× 10−12Fm−1 being the free space
permittivity, εr representing the relative permittivity and tan δ
denoting the loss tangent of the substrate. In addition, when
applying e-textiles in wearable antenna design, the conduc-
tivity σ is of interest for the antenna design engineer. Note
that dielectric substrate losses will be included in the complex
ε, whereas σ accounts for the conductive losses in antenna
and ground planes. Wearable antennas are constructed from
fabric or foam material which are heterogeneous mixtures of
three different constituents, being textile fibres or bulk foam
material, air and moisture. Furthermore, fibrous assemblies
such as woven fabrics also exhibit an anisotropic behavior
[19] and the complex permittivity depends on temperature. In
the heterogenous fibre assembly, the individual permittivities
of air, fibre and moisture contribute to the overall ε of the
substrates and can be estimated by relying on dielectric mixing
laws [30]. However, the structure of non-woven fabrics and
foams is highly irregular which makes the prediction of
dielectric properties as a function of geometrical parameters
and the dielectric properties of the individual constituents
highly problematic. Despite the fact that woven fabrics consist
of a quasi-periodic repetition of unit structures, geometrical
modeling is still inconvenient due to variation in yarn ge-
ometry, variation among the individual yarns and variations
due to the weaving process. In the considered frequency
range of the characterization process, the size of the moisture
and air inclusions is small with respect to the wavelength
allowing us to homogenize the substrate and apply dielectric
mixing models that use fractional volumes, which can be easily
measured, as a parameter relating the permittivities of the
individual constituents in the overall permittivity [30]. This
approach is also well known to describe the behavior of wet
soil [31].
In general complex ε depends on frequency and the sim-
plest model for describing the dispersive behavior of a non
magnetic, linear, isotropic and homogenous material is given
by the Debye law involving a single relaxation mechanism
[23]. Due to the presence of water in the substrates, more
than one relaxation mechanism will exist and the overall
dispersive behavior of the substrate has to be described by a
model that sums two Debye models with different relaxation
mechanisms [26]. Note that for water, both dielectric losses
due to polarization of the water molecules and conductive
losses due to ionic conductivity contribute to the overall tan δ
of the antenna substrate. For the frequency range considered in
this study, the losses due to relaxation of the water molecules
start to prevail, resulting in an increase of the dielectric losses.
This work presents a narrowband characterization technique
allowing us to consider the complex ε as being constant.
Furthermore, we assume isotropic behavior of the substrates
since the main field component for antenna radiation in planar
antenna design is the out-of-plane component [32].
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B. Characterization Method
The reflection coefficient S11(f) and antenna radiation effi-
ciency ecd(f) of a planar antenna, with f being the frequency,
are determined by the complex ε of the substrate and σ of the
conductive plane. The constitutive properties of all materials
used in a planar antenna can be determined by fitting simulated
onto measured antenna figures of merit. This inverse problem
is solved by converting it into a forward optimization problem
[22]. Practically, a full-wave electromagnetic simulation model
of the antenna is constructed and the constitutive parameters
in the substrate model are optimized until a minimum is found
in the cost function that quantifies the difference between the
simulated and measured antenna performance characteristics.
An SBO technique was chosen for the minimization of the
cost functions as SBO outperforms other blackbox optimizers
such as Simulated Annealing or Pattern Search in terms of
accuracy and optimization speed [22]. The simulation model
of the antenna, the two different cost functions and the SBO
algorithm are discussed in this section. In order to find a
unique solution, the characterization process is divided into
two sub-characterization processes:
• Step 1: We first characterize a planar antenna constructed
using homogeneous copper foil with a known σ for the
conductive planes. The outcome of the characterization
process yields the substrate’s εr and tan δ.
• Step 2: An e-textile based antenna constructed using the
same dielectric material as in step 1 is characterized
in step 2. Reusing the extracted tan δ from step 1 and
optimizing for σ and εr to minimize the cost function
yields the remaining constitutive parameters of all mate-
rials needed to accurately design the textile antenna.
Note that in step 2, εr is still unknown due to the fact that
resonance frequency decreases when applying e-textiles in
stead of copper foil, for the conductive parts in wearable
antenna design [12]. One can take this effect into account by
using an equivalent substrate εr in the simulation model. This
equivalent permittivity is slightly larger than the εr in the sim-
ulation model of the copper based antenna design. Practically,
the substrate parameters and conductivity are constrained to
a prescribed optimization range. These bounds depend on the
materials’ susceptibility to moisture and on the initial estimate
for the material properties used in the textile antenna designs.
Furthermore, the optimization range of the substrate’s εr is
chosen such that we avoid higher-order mode resonances of
the planar antenna, which could potentially result in multiple
solutions of the sub-characterization process.
1) Simulation Model of the Antenna: The antenna model re-
lies on an integral equation solved by the Method of Moments
as implemented in Momentum from Agilent Technologies’
Advanced Design System. The antenna topology used in
the characterization process is an inset-fed patch antenna as
depicted in Fig. 1. The following geometrical assumptions
were made in the simulation model of the antennas:
• The ground plane in the simulation model is of infinite
size.
• The SMA connector connected to the antenna feedline is
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Fig. 1. Geometry of the inset-fed patch antenna.
excitation in the simulation model in which a calibration
procedure removes potential higher order mode excita-
tions and port excitation parasitics in the S-parameter
calculation of the antenna [33].
• The uncertainty in geometrical antenna parameters is not
considered. Predominantly, uncertainties in the length L
of the patch and thickness h of the substrate yield the
largest uncertainty in the outcome of the characterization
process. Compressibility of the flexible substrates and
increase in substrate thickness due to water absorption
are the main contributors to the uncertainty in h. The
finite fabrication accuracy of the patch determines the
uncertainty in L.
To simplify the characterization process, we neglect changes
in actual thickness due to moisture, but we incorporate this
effect in the equivalent εr of the substrate, keeping substrate
thickness constant in the simulation model.
The substrate model in Momentum implies a homogeneous
and isotropic substrate. Hence, ε of the substrate model
incorporates the individual contributions of the constituents
(bulk material, air, water) and the frequency dependence of
the substrate’s complex permittivity due to the air-dielectric
interface is accounted for by means of the full-wave Dyadic
Green’s function [33]. The e-textile is modeled as a homoge-
neous conductor with an effective thickness and an equivalent
conductivity yielding the same losses as introduced by the
e-textile. The effective thickness was chosen to be identical
to the physical e-textile thickness. The frequency dependent
conductivity model was chosen to model conductor losses.
2) Cost Functions: Since fr and BW are captured in
the antenna’s reflection coefficient curve as a function of
frequency, one can extract substrate εr and tan δ in step 1, or
substrate εr and conductor σ in step 2 by fitting simulated onto
measured reflection coefficients. The cost function describing
the discrepancy between simulated and measured data is the











with n the number of frequency points, and |S11,i| and
|S̃11,i| the reflection coefficients of the antenna at frequency i
obtained by simulation and measurements, respectively. wi is
the weighting factor for the simulated and measured reflection
4
coefficient at frequency i. It is well known that the real part
of complex permittivity has a more significant influence on
resonance frequency compared to tan δ. Hence, (1) is quickly
minimized if an approximation of the true substrate’s εr is
known. Subsequently, further exploration of εr and tan δ (step
1) or σ (step 2) near the approximate εr until both resonance
curves |S11| and |S̃11| coincide yields the correct (εr, tan δ)
in step 1 or (εr,σ) in step 2 of the characterization process.
As shown in Section III and IV, the sensitivity of the charac-
terization process to variation in loss tangent of the substrate
is relatively poor. This will result in an inaccurate extraction
of substrate tan δ in step 1, which increases the uncertainty of
the simulation model in step 2 of the characterization process.
Therefore, an improvement to (1) in terms of sensitivity to
variations in tan δ is proposed by also incorporating antenna
radiation efficiency in the cost function. The new cost function













where ecd,fr,s and ẽcd,fr,m are the simulated and measured
antenna efficiencies at the simulated and measured resonance
frequencies fr,s and fr,m, respectively. The weighting factors
for the two individual parts of the error function are repre-
sented by a1 and a2. Note that |ecd,fr,s − ẽcd,fr,m | is not
squared since the order in magnitude of the efficiency error is
similar to the order of magnitude of the first error term when
choosing a1 = 1 and a2 =100. The weighting factors wi in
(1) or (2) equal 1 for all frequencies i.
3) Characterization Flowchart: A schematic overview of
the complete characterization process is given in Fig. 2.
First, an estimated value for the electromagnetic properties
(εr, tan δ) is utilized in Momentum from Agilent Technologies
in order to design an inset-fed patch antenna as depicted in
Fig. 1. The use of a single-mode narrow bandwidth antenna in-
creases the sensitivity of the resonance frequency with respect
to small perturbations in εr yielding a more accurate charac-
terization. From this design, a simulation model, in which the
input variables are the materials’ electromagnetic properties,
is constructed in Momentum. The outputs of the simulation
model are |S11| and ecd at fr. Two textile antennas for each
substrate are required: One prototype utilizing homogeneous
Cu foil and one using e-textile for the conductive parts in step
1 and step 2, respectively. For the construction of (1) an |S̃11|
measurement is required. Whereas for (2), both an |S̃11| and
ecd measurement are required. The measurement procedures
are described in Section IV. Next, the SBO technique that
minimizes the cost function is outlined briefly in Section II-C.
C. Surrogate Based Optimization
The optimization algorithm used here is the Efficient Global
Optimization (EGO) formulation as proposed in [34]. This
surrogate based optimization (SBO) technique relies on the
construction of kriging surrogate models, which provide an
approximate mapping between the optimization variables and
the cost function based on well-chosen sample points. First, an
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Fig. 2. Schematic representation of the characterization process.
initial kriging model is constructed from a set of sample points
determined through a maximum Latin Hypercube Design and
the four corner points defined by the upper and lower bounds
of the optimization range of the constitutive parameters. In
SBO, this global surrogate model provides extra information
and helps to search for a global optimum, hence avoiding
potential local optima. Subsequently, an adaptive sampling
strategy is used for determining the next sample to evaluate
and hence update the surrogate model.
Since the focus is on optimization a global accurate kriging
model is not required and only a locally accurate kriging
model around the optimum is of interest. Therefore EGO uses
the expected improvement (EI) criteria as adaptive sampling
strategy. These infill criteria yield a compromise between a
local search around the global optimum (minimum) and a
global search where a high uncertainty of the kriging model
is encountered [22]. For this, two auxiliary functions are used
for determining the next sample to evaluate. The first one
describes the probability of improvement, i.e. the probability
of finding a better minimum cost function value over the
current minimum function value, whereas the second one
quantifies how large this improvement will be. These auxiliary
functions require a complete normal distribution in each point,
i.e. expected value (=prediction) and variance (=prediction
error), of the surrogate model which is provided by the kriging
surrogate model through the kriging variance formulation
describing the kriging model uncertainty in each point. Note
that in the evaluated sample points, the variance is zero.
The iterative procedure of optimizing EI, evaluating the next
sample, and hence updating the kriging model is repeated until
a stopping criteria is fulfilled: Intuitively, one can stop the
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optimization process when the maximal expected improvement
value found, is less than a certain threshold, i.e., when the
expected gain of evaluating a new sample over the current
minimum cost function value is minimal, no more effort
should be made. This threshold can be set by the domain
expert as it relates to the minimum achievable cost function
value. Unfortunately, the expected improvement depends on
the statistical information provided by the kriging variance
formulation, and it is known that the prediction variance of
Kriging is actually an underestimation leading to a too early
termination of the optimization process [35]. Therefore, in this
work it is chosen to make use of a sample budget as a stopping
criterion. Only a limited number of samples is allocated to
the optimization process. In Section III it is experimentally
validated that the number of samples can be limited to 70.
In addition, kriging is by default an interpolation technique.
However, since the measurements are prone to errors, the cost
functions will be noisy. Therefore, the kriging model was
adapted to operate as a regression technique [22]. After the
optimization ends, the solution of the characterization process
is given by the electromagnetic properties that correspond
to the minimum of (1) or (2). In step 1, εr and tan δ of
the substrate are the outcome of the characterization process.
Whereas in step 2, a corrected εr that includes the effect of
the electro-textile and the conductivity σ of the e-textile are
the results of the characterization process.
III. CHARACTERIZATION OF THE RO4350B HIGH
FREQUENCY LAMINATE
To validate the accuracy of the proposed optimization pro-
cedure, the characterization process was applied to the high
frequency laminate RO4350B with the following properties:
h = 1.524 mm, εr = 3.66, tan δ = 0.0031 [36]. The dimen-
sions of the inset-fed patch antenna with a fr = 2.985 GHz
are given in Table II. The antenna’s reflection coefficient was
measured in the frequency range from 2.5 – 3.5 GHz and
the measured efficiency was found to be ecd,fr,m = 70.78%.
Version 6.2 of the SUrrogate Modeling (SUMO) Toolbox is
used [37]. The optimization bounds are set to εr=[3.2 4.2] and
tan δ=[0.0001 0.025]. The sample budget was limited to 200.
1) Evaluation of the Optimization Process: An evolution
plot of the minimum error function value versus the number
of samples for the optimization process relying on (1) and
(2) is given in Fig. 3. Starting from the initial set of 24
samples, the EI function starts exploring the design space. By
applying MSE1 and MSE2, the global optimum is quickly
located after approximately 57 and 45 samples, respectively.
Still, the EI criteria explores other parts of the design space,
enhancing the global accuracy of the kriging model (flat parts).
For MSE1, the region near the global optimum is further
explored resulting in a final optimum at sample 85, whereas
for MSE2 no further improvement is found. The sampling
continues until the sample budget of 200 samples is reached.
The optimum substrate properties obtained from (1) and (2)
are (εr = 3.7617, tan δ = 0.0071) and (εr = 3.7594,
tan δ = 0.0048), respectively. Compared to the RO4350B
substrate properties specified by the manufacturer, a high




































Fig. 3. Comparison in progress of the minimum error function value vs.
number of samples between error function MSE1 and MSE2 applied to
the RO4350B reference antenna.
accuracy is achieved for both error functions. For MSE1,
the found substrate parameters at sample 57 are (εr =
3.7594 ,tan δ = 0.0063). Additional sampling did not greatly
improve the outcome of the characterization process. From
these observations we can conclude that a sample budget
of 70 samples is adequate and this for limiting the overall
time of the characterization process. The average sample time
equals 37s on an Intel R© CoreTM 2 Quad 2.83 GHz CPU, 16
GB RAM system. The final kriging models, resulting from
the optimization processes applied to the reference antenna
using MSE1 and MSE2 are depicted in Fig. 4 and Fig. 5,
respectively. The kriging model constructed from (1) exhibits
the shape of a valley, since MSE1 is more affected by a
change in εr than by a change in tan δ of the substrate. The
kriging model constructed from (2) exhibits a clear optimum
thanks to the fact that tan δ has a large influence on antenna
radiation efficiency. This minimizes the risk of encountering
multiple solutions in the vicinity of the global optimum which
can be attributed to the finite accuracy of the simulation
model combined with measurement errors. However if these
exist, after a large amount of time, the EI criteria would
find all these solutions. Since the sample budget is limited
and the EI infill method still tries to enhance the accuracy
of the global kriging model, the probability of encountering
multiple solutions nearby the global optimum is relatively
small. A comparison between measured and simulated |S11|
using the optimal substrate parameters is illustrated in Fig. 6.
Measured and simulated reflection coefficients are in excellent
agreement, showing us the outstanding performance of the
surrogate-based optimization approach to optimize the error
function in a relatively few number of function evaluations.
IV. CHARACTERIZATION OF THE FABRIC AND FOAM
MATERIALS
A. Substrate Materials
Six different materials, exhibiting different sensitivities to
moisture, were investigated. The different substrate materials















































Fig. 5. Final kriging model based on MSE2

























Fig. 6. Comparison between measured and simulated |S11| obtained from
optimal solutions relying on MSE1 and MSE2.
TABLE I
DESCRIPTION ANTENNA SUBSTRATES
antenna substrate composition h MR
[mm] [%]
fabric 1 4 layers, plain weave: 2.4 7.5
cotton yarn (weft), linen yarn (warp)
fabric 2 4 layers, twill weave: 2.3 6.9
100% cotton fibres
fabric 3 4 layers, twill weave: 50% polyamide fibres + 1.63 5.3
+50% cotton fibres
fabric 4 4 layers, twill weave: 98% polyaramide fibres + 1.67 4.9
2% antistatic carbon fibres
foam polyurethane 3.60 1.7
fabric 5 non-woven synthetic fleece fabric: 2.20 0.2
polyethylenteraftalate (PET)
flectron e-textile: t=80µm 0.5
copper-coated nylon fabric





with mcond being the weight of the material at equilibrium
after conditioning in the climate chamber and mdry being the
mass of the material in dry state. An equilibrium is reached
when no further transport of water between the material and its
surrounding environment occurs. In this paper, we use the MR
as defined according to the ISO standard 6417 (1-4), implying
a conditioned state after 24 hours of passive conditioning at
20◦C and a relative humidity level of 65%. The dry state was
reached after drying the material for five hours in an oven at
105◦C. The composition, substrate thickness h and MR for
all substrate materials considered are given in Table I. The first
group exhibits a high MR and includes four antenna substrates
in which each substrate is constructed using an assembly
of four woven textile layers in order to provide sufficient
thickness for antenna applications. All layers are glued by
means of an adhesive sheet. The second group consists of two
synthetic substrates, being a foam material and a fleece fabric.
Concerning the measured moisture regains, we conclude that
the substrates based on the woven fabrics are more hydrophilic
compared to the non-woven fabric and foam substrate. This
hydrophilic property of the woven natural and synthetic fabrics
results from the open weave structure of the fabrics. Also note
that natural fibres are more hydrophilic than synthetic fibres.
The foam and fleece fabric exhibit the lowest MR and are
therefore the most water repellent materials in this study. The
foam materials are open cell structures and tend to absorb
some moisture as can be seen from the MR. Also the moisture
regain of the e-textile was measured and is listed in Table I.
The e-textile used here is a copper plated polyester, plain-
woven fabric with a tarnish resistant coating. The thickness
t of the e-textile is 80 µm. This tarnish resistant coating
avoids oxidation of the e-textile. A DC surface resistivity,
Rs = 0.05 Ω/sq is specified by the manufacturers [38].
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TABLE II
DIMENSIONS OF THE COPPER AND ELECTROTEXTILE BASED
FABRIC ANTENNAS IN [MM].
copper L W xf Lf si wf ground plane size
fabric 1 43 55 8 28 2 9 80×80
fabric 2 43.5 55 8 32 2 8 85×85
fabric 3 43 55 8 28 2 6 80×90
fabric 4 43 55 8.5 25 2 6 75×80
foam 53 70 13 32 3 16 90×100
fabric 5 55 69 13 32 3 9 95×85
flectron L W xf Lf si wf ground plane size
fabric 1 43 55 7 26 2 9 75×80
fabric 2 43 55 7 27 2 8 80×90
fabric 3 42 55 5 25 2 6 85×100
fabric 4 44 55 7 24 2 6 80×90
foam 55 70 11 36 3 16 100×105
fabric 5 55 70 13 33 3 10 95×90
RO4350B 25.5 32.3 7.7 17.7 1 4.2 57×67
B. Antenna Design
For each textile substrate, two antenna prototypes, one e-
textile based and one copper foil based antenna were con-
structed. The antennas were designed to operate in the vicinity
of 2.45 GHz. The conductive layers were glued onto the
substrates using an adhesive sheet. The ground plane size of
the antennas was chosen large enough so that the effect of a
finite size ground plane did not affect the resonance frequency,
i.e. keeping at least a λ/20 distance between the patch edge
and the substrate edge [39]. The resulting dimensions of the
inset fed copper based and e-textile based antennas are given
in Table II.
C. Measurement Setup
1) Climate Chamber Setup: The twelve antenna prototypes
were placed in a climate chamber (WK 350 from Weiss
Technik) and conditioned at a specific relative humidity level at
23◦ C and this for 24 hours, assuming that an equilibrium state
was reached between the moisture absorbed by the material
and the moisture present in the climate chamber. The relative
humidity levels that were tested are 10, 20, 30, 40, 50, 60,
70, 80 and 90%, resulting in a total of nine days required for
executing the measurement campaign.
2) Reflection Coefficient Measurements: After 24 hours of
conditioning at one specified RH level each antenna was
removed from the climate chamber to immediately perform a
free-space reflection coefficient measurement in the frequency
range from 2 GHz to 3 GHz. Here, the 8714 ET Network
Analyzer from Agilent Technologies was utilized and the
number of frequency points in the measured range was set
to 801, yielding a resonance frequency measurement accuracy
of 1.25 MHz. The measurements were executed as quickly as
possible since removing the antenna from the climate chamber
imposes a disequilibrium between the moisture absorbed in the
antenna and the unknown moisture present in the prevailing
atmosphere, resulting in a transfer of moisture between an-
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Fig. 7. Schematic representation of the planar textile antenna encapsulated
by the copper cavity.
humidity inside the substrate is assumed to remain unchanged
for measurements that are performed sufficiently fast. After
each measurement, the antenna is placed back inside the
climate chamber. After the reflection coefficient measurements
of all twelve prototypes, the antennas were conditioned to
the next relative humidity level and this for 24 hours. This
process was repeated until all reflection coefficients of the
twelve prototypes at nine different RH levels were measured.
3) Antenna Radiation Efficiency Measurements: For the
efficiency measurements, the radiation pattern method is un-
feasible since the measurement itself is too time consuming
in order to ensure a constant level of humidity inside the
substrate during the measurement. Therefore, we chose to use
the Generalized Wheeler cap method as described in [40].
This method calculates the radiation efficiency of antennas by
measuring the antenna input impedance for two different con-
ditions. The first one is the free-space measurement whereas
the second one is performed by placing the antenna inside
a closed metallic cavity. Hence, each free-space reflection
coefficient measurement as described in Section IV-C was
accompanied by a reflection coefficient measurement with the
antenna positioned inside a copper cavity as shown in Fig. 7.
The size of the cap was designed in order not to disturb the
near-field distribution of the antenna. A closed circular copper
cavity was used with a radius rcap of 86 mm and a height
hcap of 50 mm. The excited eigenmodes of the cavity below







which occur at 1.33 GHz, 2.13 GHz, 2.85 GHz and 3 GHz,
respectively. A schematic overview of the antenna inside the
metallic cavity is depicted in Fig. 7.
V. RESULTS AND VALIDATION OF THE TEXTILE
SUBSTRATES
The first step of the characterization process is applied to
the copper foil based antennas in order to extract εr and
tan δ of the foam and fabric antenna substrates described in
Table I. First, the results obtained through the use of error
function MSE1 are discussed. This to highlight the need for
the improved error function MSE2. Next, we describe the
results obtained using error function MSE2. In order not
to overload this section, only the results of 4 materials are
discussed and presented.
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A. Surrogate Modeling Optimization Setup
Concerning the characterization in step 1, for the copper-
based antennas, constructed from fabric 5 and the foam
material — which have an estimated permittivity close to one
and a small MR — the bounds are set to εr=[1 1.5] and
tan δ=[0.0001 0.05]. For the substrate materials, exhibiting
high MR with an estimated εr ≈ 1.8, the bounds are chosen
εr=[1.5 2.6] and tan δ=[0.005 0.15]. For the characterization
process applied to the e-textile based antennas, i.e. step two,
in which loss tangent extracted from step one is reused, the
permittivity optimization range was taken identical to step one.
In this second step, the bounds of the effective conductivity
are σ =[5.0× 103S/m 5.0× 106S/m].
B. Step 1 of the Characterization Process.
The extracted εr and tan δ at RH = 40% of the substrates
fabric 1, fabric 4, fabric 5 and the foam substrate as well
as the optimum error function value MSE1,opt, are given in
Table III. The absolute error between simulated and measured
resonance frequencies |∆fr| = |fr,s − fr,m| and the absolute
radiation efficiency errors |∆ecd,fr | = |ecd,fr,s − ecd,fr,m |
are also listed in this Table. The results illustrated in Ta-
ble III demonstrate a very good estimation of the extracted
permittivity for all materials since the resonance frequency
error |∆fr| is very small, taking into account a measurement
resolution of 1.25 MHz. Observing the optimal error function
values in Table III, the results for fabric 4 exhibit the highest
accuracy, whereas the results obtained for the foam substrate
yields the largest error function value and thus the lowest
accuracy. However, a minimal error function value does not
automatically imply the highest accuracy of characterization
due to uncertainties in the simulation model, as described in
Section II-B, combined with measurement uncertainties. This
is observed when comparing the results from fabric 1 and
fabric 5. Fabric 5 exhibits a smaller MSE1,opt compared
to fabric 1 but has a larger |∆ecd,fr |. Assuming an exact
knowledge of the antenna patch length L and a |∆fr| =
1.3 MHz for fabric 1 and fabric 5 implies the same error in
extracted εr for both substrates. From these two observations,
we conclude that the estimated tan δ of fabric 5 exhibits the
largest error.
TABLE III
OPTIMAL MATERIAL PARAMETERS EXTRACTED FROM MEASUREMENTS AT
RH = 40%
RH = 40% h εr tan δ MSE1,opt |∆fr| |∆ecd,fr |
[mm] [MHz] [%]
fabric 1 2.40 1.767 0.032 0.220 1.3 6.4
fabric 4 1.67 1.849 0.015 0.085 2.5 2.1
foam 3.60 1.237 0.021 0.421 1.3 0.4
fabric 5 3.80 1.173 0.006 0.100 1.3 9.9
Fig. 8 and Fig. 9 depict the extracted permittivities and loss
tangents for all substrates as a function of relative humidity,
respectively. Fabric 1 and fabric 4 exhibit a clear increase in
permittivity and loss tangent for increasing relative humidity
levels due to their high MR. Furthermore, from the εr’s and
tan δ’s as a function of RH it is clearly visible that fabric 1
has higher MR compared to the fabric 4 substrate since the
increase in εr and tan δ is more pronounced for increasing
RH levels. As reported in [14], for these fabrics, a quadratic
behavior of the permittivity as a function of RH is observed.
For the foam and fabric 5 substrate it is not possible to
compare their MR by observing the behavior of εr and tan δ
as a function of RH and this due to geometrical uncertainties
combined with measurement errors and the small MR value.
In Fig. 9 we see that tan δ as a function of RH exhibits some
discrepancies as the results are not monotonically increasing
for increasing RH . In order to further verify the obtained
results as a function of relative humidity, a comparison be-
tween measured and simulated antenna efficiencies and all
|∆fr|’s are depicted in Fig. 10 and Fig. 11, respectively. The
simulated efficiencies and resonance frequencies are calculated
using the electromagnetic properties depicted in Fig. 8 and Fig.
9. From the resonance frequency errors we conclude that the
extracted permittivities are very accurate since most resonance
frequency errors remain below 4 MHz. By comparing simu-
lated and measured radiation efficiencies, we conclude that the
extracted loss tangent results are accurate for fabric 1, fabric
4 and the foam substrate, keeping in mind that the measured
antenna radiation efficiencies also exhibit discrepancies due
to the measurement accuracy. For the fabric 5 substrate, it
is observed that all extracted tan δ’s are overestimated since
ecd,fr,s < ẽcd,fr,m and this for all RH levels. Note that ecd
depends both on tan δ and εr, and since extracted εr’s show
a good accuracy, the discrepancies between simulated and
measured ecd allows verifying the accuracy of the estimated
tan δ’s.
From the results of the characterization process based on the
error function (1) applied to the copper foil based antennas,
we conclude that a very good accuracy is obtained in extracted
complex permittivities of the fabric 1 and fabric 4 substrate.
For the two remaining substrates, the estimated loss tangents
are less accurate. As seen in the kriging surrogate model given
in Fig. 4, the error function’s dependency on loss tangent
is poor. This, together with the simplifications made in the
simulation model, yields larger errors in the characterization
process. More in particular, for thicker substrates connector
mounting is harder to realize, introducing additional losses that
are not accounted for in the simulation model. If these thicker
substrates exhibit low tan δ, the additional losses caused by
the low-quality connector mounting will dominate the losses
that are captured in the measured reflection coefficient of the
antenna.
1) Results Based on Error Function MSE2: For low-loss
thick substrates, the use of error function MSE1 in step 1
yields a large error in estimated tan δ. However, the extracted
tan δ from step 1 is used in step 2 of the characterization
process. Therefore, we must know tan δ with a high degree of
accuracy in order to obtain a good estimation of the e-textile’s
effective conductivity. Therefore, MSE2 given by (2) was
utilized for extracting εr and tan δ in step 1. Since MSE2 in-
cludes a comparison between measured and simulated antenna
efficiency, the kriging model will exhibit a higher dependency
9














Fig. 8. Estimated permittivities as a function of RH, utilizing error function
MSE1.




















Fig. 9. Estimated loss tangents as a function of RH, utilizing error function
MSE1.













Relative humidity (RH) [%]
fabric 1, MR = 7.5
fabric 4, MR = 4.9
foam, MR = 1.7
fabric 5, MR = 0.2
simulation
measurement
Fig. 10. Comparison between measured and simulated ecd at their respective
fr . Simulation results based on estimated dielectric properties, utilizing error
function MSE1.


















Relative humidity (RH) [%]
fabric 1, MR = 7.5
fabric 4, MR = 4.9
foam, MR = 1.7
fabric 5, MR = 0.2
Fig. 11. Resonance frequency errors, based on estimated dielectric properties

























Fig. 12. Final kriging model based on error function MSE2 in step 1,
copper based fabric 1 antenna, RH=40%
on loss tangent. As outlined in Section II, the weighting factors
a1 and a2 in (2) are chosen 1 and 100, respectively.
The final kriging model, resulting from the optimization
applied to the copper-based antenna relying on fabric 1 at
RH = 40% is depicted in Fig. 12. The valley shape is
no longer present in the kriging model and the optimum
substrate’s εr and tan δ is clearly visible. In order not to
overload the paper, only extracted tan δ’s as a function of
RH are given in Fig. 13. A clear relation between material
MR and the slope of the tan δ curve as a function of RH is
observed. Even a slightly larger increase in tan δ is observed
for the foam compared to the fabric 5 material, as expected
from their MR. Clearly, to characterize loss tangent, utilizing
(2) in the characterization process yields more accurate results
compared to (1).
C. Step 2 of the Characterization Process.
The second step of the characterization process is applied to
the e-textile based antennas in order to extract the equivalent
εr of the foam and fabric antenna substrates as well as the
10












Relative humidity (RH) [%]
fabric 1, MR = 7.5
fabric 4, MR = 4.9
foam, MR = 1.7
fabric 5, MR = 0.2
Fig. 13. Estimated loss tangent as a function of RH , utilizing error function
MSE2.
σ of the e-textile as described in Table I. Since the error
function MSE1 was inadequate in step 1 for an accurate
characterization of the tan δ, it was not utilized in step 2 of
the characterization process. Therefore only MSE2 was used
in step 2 of the characterization process.
1) Results Based on Error Function MSE2: The tan δ
extracted from step 1 is now used in step 2 of the characteri-
zation process and is kept constant for each RH level. Now,
εr and σ are optimized in order to obtain a minimum error
function value and hence extract the equivalent substrate εr
and σ of the e-textile. The final kriging model, resulting from
the characterization process applied to the e-textile antenna
based on fabric 4 at RH = 30% is depicted in Fig. 14. Again
the shape of a valley is observed in the kriging model. For low
conductivity values. i.e. for σ = 5.0× 103 − 0.5× 106 S/m,
the kriging model is more sensitive to changes in σ compared
to the region where σ > 0.5 × 106S/m. This due to the fact
that ecd drops rapidly when conductivity is relatively poor.
Hence, for relatively large conductivity of the e-textile, the
global optimum is less pronounced and the resulting optimum
will be more affected by measurement errors and simulation
model uncertainty. The obtained εr’s as a function of RH of
all substrates are depicted in Fig. 15. The extracted equiv-
alent conductivity of the e-textile and the surface resistivity
Rs, calculated by Rs =
√
πfr,sµ0/σ are depicted in Fig.
16. As expected, no decreasing conductivity is observed for
increased RH levels thanks to the tarnish resistant finish of
the e-textile. The extracted conductivity lies in the range of
105 − 106 S/m yielding a corresponding average surface
resistivity of about 0.2 Ω/sq. A comparison between measured
and simulated antenna efficiencies ecd at their respective
resonance frequencies as a function of RH for all materials
is shown in Fig. 17. Since measured efficiency is used in
construction of the error function MSE2, the comparison
cannot be used to validate the results. They only show us
how well the surrogate based optimization finds a fit between
measured and simulated ecd. The absolute errors in resonance
frequency depicted in Fig. 18 demonstrate accurate results for





















Fig. 14. Final kriging model step 2, e-textile based fabric 4 antenna, RH=30%
depicted in Fig. 11. This due to the fact that both efficiency
and reflection coefficient data are used in the error function.
Hence, the choice of the weighting coefficients a1 and a2
influences the outcome of the characterization process since
measurement errors and simplifications made in the simulation
model are responsible for different optimum values in the first
and second part of the error function MSE2. Ideally, when
measurement errors are small and a highly accurate simulation
model is available, then a fit between measured and simulated
|S11| automatically yields an optimal resemblance between
measured and simulated ecd. Furthermore, any uncertainty in
extracted tan δ from step 1 contributes to the uncertainty of
the simulation model in step 2 of the characterization process.
In general it is shown that error function MSE1 is capable
of extracting the substrate’s εr with a very good accuracy.
Determining complex permittivity requires the use of error
function MSE2, as a change in loss tangent has a larger
influence on antenna efficiency than on antenna bandwidth,
as captured in the reflection coefficient of the antenna. A
comparison between the kriging models in Fig. 12 and Fig.
14 shows a more pronounced optimum in the first kriging
model constructed from the optimization process applied to
a copper based antenna. From this we conclude that error
function MSE2 is more sensitive to changes in loss tangent
of the substrate than to variations in σ of the e-textile. Hence,
geometrical uncertainties or simulation model inaccuracies
will have a larger influence on the outcome of step 2 in the
characterization process compared to step 1.
VI. DIELECTRIC MIXING MODEL
We now apply the Birchak [31] mixing model to esti-
mate the macroscopic complex ε = ε′ − jε” of the fabric
and foam substrates as a function of relative humidity with
a constant temperature. For each RH level, the substrates
absorb a specific amount of moisture. This is represented
by a volumetric fraction that quantifies the volume of water
inside the substrate. The Birchak mixing model estimates
the macroscopic complex ε of the heterogenous substrate by
relying on the volumetric fractions of the constituents. For
n constituents with volumetric fractions Vi and respective
11






Relative humidity (RH) [%]
fabric 1, MR = 7.5
fabric 4, MR = 4.9
foam, MR = 1.7
fabric 5, MR = 0.2
Fig. 15. Step 2: estimated εr’s vs. RH , utilizing error function MSE2.












Relative humidity (RH) [%]
fabric 1, MR = 7.5
fabric 4, MR = 4.9
foam, MR = 1.7
fabric 5, MR = 0.2











Relative humidity (RH) [%]
fabric 1, MR = 7.5
fabric 4, MR = 4.9
foam, MR = 1.7
fabric 5, MR = 0.2
Fig. 16. Step 2: estimated σ’s and Rs vs. RH of the e-textile, utilizing
error function MSE2.












Relative humidity (RH) [%]
fabric 1, MR = 7.5
fabric 4, MR = 4.9
foam, MR = 1.7
fabric 5, MR = 0.2
simulation
measurement
Fig. 17. Comparison between measured and simulated ecd. Simulation
results based on estimated dielectric properties and conductivity, utilizing error
function MSE2.

















Relative humidity (RH) [%]
fabric 1, MR = 7.5
fabric 4, MR = 4.9
foam, MR = 1.7
fabric 5, MR = 0.2
Fig. 18. Resonance frequency errors, based on estimated dielectric properties
and conductivity, utilizing error function MSE2.








with α being a constant shape factor. For fabric and foam
materials, which are three-phase materials consisting of bulk








where the subscripts m, w and a refer to the bulk fabric or
foam material, water and air, respectively. Since the volumetric
fraction of air is not easily determined, we make an approxi-
mation by assuming that the bulk fabric material and air form
one homogenous substrate with a complex permittivity and
volumetric fraction denoted by εm,a and Vm,a, respectively.
Hence, (5) simplifies to
εα = Vm,aε
α
m,a + Vwεw. (6)
In (6), one can easily measure Vw at one specific RH-
level by comparing the dry mass of the substrate with the
conditioned mass obtained by conditioning the substrates in
the climatic chamber according to the procedure presented
in Section IV. Hence, the volumetric fraction of the bulk
material/air substrate equals Vm,a = 1 − Vw. In addition
we neglect the small increase in volume of the substrate
due to swelling of the fibres when absorbing moisture. It
is clear that both simplifications reduce the accuracy of the
mixing model at high RH-levels and for high MR materials.
The complex εm,a of the dry substrates were determined by
means of the characterization procedure applied to the copper
based antennas. The value of the complex permittivity εw
of water was calculated according to the Debye dispersion
model as presented in [41]. The value of the shape factor
α was determined separately for ε′ and ε” by minimizing
the mean squared error between the measured and modeled
ε′ and ε”. The measured ε′ and ε” are obtained from the
characterization process applied to the copper based antennas
12
















Fig. 19. Comparison between the measured and estimated εr by relying on
the Birchak Mixing model of the substrates exhibiting low MR.
















Fig. 20. Comparison between the measured and estimated εr by relying on
the Birchak Mixing model of the substrates exhibiting high MR.
using the cost function MSE1 and MSE2, respectively, as
MSE1 provides more reliable results for the real part of the
complex permittivity whereas MSE2 yields more reliable loss
tangents of the substrate materials. A comparison between
the measured and modeled ε′ for the substrates exhibiting
high MR and low MR is given in Fig. 19 and Fig. 20,
respectively. Measured and modeled ε” is given in Fig. 21
and Fig. 22 for the substrate materials exhibiting high MR and
low MR, respectively. Generally, it is observed that the model
overestimates complex permittivity of the substrates for low
volumetric fractions of water Vw whereas an underestimation
is seen at high Vw. Also, the model exhibits a linear behavior
of complex permittivity as a function of Vw which is not
observed in the measurements of the high MR fabrics 1, 2,
3 and 4. However the slope of this linear behavior fits the
measured data relatively well.
The accuracy of the dielectric mixing model prediction for
ε′ and ε” is listed in Table IV and Table V, respectively. The
absolute mean error between the modeled and measured real
part and imaginary part of the complex permittivity is denoted
















Fig. 21. Comparison between the measured and estimated ε” by relying on
the Birchak Mixing model of the substrates exhibiting low MR.



















Fig. 22. Comparison between the measured and estimated ε” by relying on
the Birchak Mixing model of the substrates exhibiting high MR.
by ∆ε′ and ∆ε”, and the corresponding standard deviation
is denoted by SD. In order to compare the accuracy of the
predicted ε′ with the accuracy of the characterization method,
we extracted ε′ for all substrate materials at RH = 40%
and this for a geometrical tolerance of +/ − 0.5mm in the
length of the patch L. Since the length of the patch has the
largest influence on the resonance frequency of the antenna,
an estimation of the characterization procedure’s accuracy with
respect to the calculation of ε′ is provided by this approach.
The absolute errors between extracted ε for L − 0.5mm and
L + 0.5mm and the nominal extracted ε′ at RH = 40% are
denoted by ∆ε′L+0.5mm and ∆ε
′
L−0.5mm, respectively and are
also given in Table IV. Comparing ∆ε′ with the estimated
accuracy of the characterization procedure shows us that the
error of the dielectric mixing model is comparable for the
fabric substrates 1 and 2, which have the highest MR. For
decreasing MR the mixing model becomes more and more
accurate.
A similar approach was applied to evaluate the accuracy
of the modeled ε”, given the accuracy of the characterization
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TABLE IV
ACCURACY OF THE MODEL PREDICTIONS VERSUS TOLERANCE IN
EXTRACTED ε′ DUE TO UNCERTAINTY IN PATCH LENGTH OF +/- 0.5MM
Model accuracy Accuracy characterization method
∆ε′ SD ε′ ∆ε′L+0.5mm ∆ε
′
L−0.5mm
fabric 1 0.061 0.040 1.767 0.039 0.044
fabric 2 0.074 0.053 1.870 0.050 0.040
fabric 3 0.024 0.018 1.942 0.049 0.055
fabric 4 0.014 0.008 1.849 0.047 0.043
foam 0.006 0.005 1.2368 0.048 0.086
fabric 5 0.002 0.002 1.173 0.022 0.023
TABLE V
ACCURACY OF THE MODEL PREDICTIONS VERSUS TOLERANCE IN
EXTRACTED ε” DUE TO UNCERTAINTY IN MEASURED ANTENNA ecd OF +/-
5%
Model accuracy Accuracy characterization method
∆ε” SD ε” ∆ε”ecd−5% ∆ε”ecd+5%
fabric 1 0.029 0.022 0.0742 0.0036 0.0006
fabric 2 0.038 0.031 0.0937 0.0126 0.0039
fabric 3 0.009 0.007 0.0560 0.0081 0.0003
fabric 4 0.005 0.005 0.0302 0.0027 0.0043
foam 0.001 0.001 0.0263 0.0043 0.0035
fabric 5 0.0003 0.0005 0.0032 0.0021 0.0032
method. We extracted ε” for all substrate materials at RH =
40% and this under the assumption of an antenna efficiency
measurement error of +/ − 5%. This approach allows us to
estimate the characterization procedure’s accuracy with respect
to ε”, since the substrate losses have a pronounced influence on
antenna efficiency, as seen from the kriging models based on
error function MSE2. The absolute errors between extracted
ε” for ecd − 5% and ecd + 5% and the nominal extracted ε”
at RH = 40% are denoted by ∆ε”ecd−5% and ∆ε”ecd+5%,
respectively and are also listed in Table V. Similar to the real
part of ε, the error in modeled ε” is comparable with the
estimated accuracy of the characterization procedure for the
substrates exhibiting a high MR, whereas for the substrates
with low losses and low MR, the accuracy of the modeled ε′
increases.
VII. CONCLUSIONS
In this paper, a novel and dedicated characterization ap-
proach for determining the constitutive properties of all ma-
terials comprised in textile antenna design was proposed and
this for altering environmental conditions. The characteriza-
tion technique has the advantage of being simple in sample
preparation compared to resonator cavity perturbation methods
or transmission line methods. Only two reflection coefficient
measurements are required, yielding small measurement times.
Moreover, the surrogate-based optimization approach is effi-
cient in terms of number of sample evaluations and provides an
accurate solution to the inverse problem. Errors in extracted
electromagnetic properties result from simplifications in the
simulation model and measurement errors. In particular, dis-
carding the SMA connector in the simulation model results
in an uncertainty in measured reflection coefficient. This has
an influence on how well measured bandwidth relates to the
substrate losses. In particular, low loss substrates are more sen-
sitive to this simplification of the simulation model, compared
to substrates exhibiting high dielectric losses. A combination
of two antenna figures of merit, being antenna efficiency and
antenna reflection coefficient, makes the characterization pro-
cess less sensitive to measurement errors that relate dielectric
losses with measured antenna performances. In addition, a
dielectric mixing model based upon the volumetric fraction
of the absorbed moisture in the substrates was developed. It is
shown that the accuracy of the modeled complex permittivity
of the fabric substrates exhibiting a high moisture regain is
comparable with the estimated accuracy of the characterization
procedure. For the substrates with a low MR, the accuracy of
the dielectric mixing model increases.
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